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INTRODUCTION

1.1. This classification report defines the classification assigned to MFL SBR/EPDM 25 in accordance
with the procedures given in CSN EN 13501-1+A1:2010.

1.2. This classification report consists of three pages and may only be used or reproduced in its
entirety.

2. DETAILS OF CLASSIFIED PRODUCT

2.1. General

The product MFL SBR/EPDM 25 is manufactured by MFL Group s.r.o., Lipova 1128, 737 01 Cesky
Té&sin, Czech Republic. The boards are used as the final surface in indoor and outdoor areas for sport,
entertainment — playgrounds, sports grounds, terraces, balconies, swimming pools, shooting ranges,
parking, garages, shopping centers etc.

2.2. Product description

Thickness: 25 mm

Density: > 900 kg/m?

Mass per unit area: 22 kg/m?

Composition: 90 % rubber granulate EPDM and SBR (copolymer rubber) — granules

from the recyclate and 10 % polyurethane adhesive
Bottom layer: recycled rubber granulate SBR
Upper layer: rubber granulate EPDM

3. REPORTS AND RESULTS IN SUPPORT OF THIS CLASSIFICATION

3.1. Reports
Name of Laboratory Bhnoikrane Test method and date
Address Name of sponsor D ': fis:sue. Field of application rules and
Accreditation No. e date
PAVUS, a. s. MFL Group s.r.o. Pr-18-1.100 CSN EN ISO 9239-1:2010
Veseli nad Luznici | [ jpova 1128 2018-05-16 CSN EN 13238:2010
Rt B ap 2322 fh’ Rigi’g,'igeg’" Pr-18-1.101 | GSN EN ISO 11925-2:2011
2018-05-16
3.2. Results
Results
Test method Parameter No. Continuous Compliance
Tests parameter - with parameters
mean
CSN EN ISO 9239-1 Critical flux CF (kW/m?) " 7.4 24.5(Cy)
Smoke (% % min) 286.0 <750 (s1)
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Results
Test method Parameter No. Continuous Compliance
Tests parameter - with parameters
mean
CSN EN ISO 11925-2
Fs< 150 ithin 2 6 -

Surface exposure = 15's " Ll yes (Cr)

4, CLASSIFICATION AND FIELD OF APPLICATION

4.1. Reference of Classification
This classification has been carried out in accordance with CSN EN 13501-1+A1:2010.

4.2. Classification
The product MFL Rubber Tile SBR/EPDM 25 in relation to its reaction to fire behaviour is classified:

[Reaction to fire classification: Cn — s1|

4.3. Field of application

This classification is valid for the following product parameters:

The product must be identical to the tested specimens described in the test reports No. Pr-18-1.100 or
Pr-18-1.101.

The classification is valid for the following end use applications:

Qutside (floor) finish: rubber granulate EPDM
Substrate: substrates of the reaction to fire classes A1 or A2-s1,d0 and density of
at least 1,350 kg/m3

S. LIMITATIONS

This classification document does not represent type approval or certification of the product.

This classification is valid, unless the conditions, under which it was issued, have been changed. The
sponsor may request the issuing authority to review the influence of changes to the classification
validity.

Elaborated by: Approved by:

Ladislav Mé&stka
Fire testing laboratory

PAVUS, a.s.

Autorizovana osoba AO 216
Pobocka
391 81 Veseli nad Luznicf ®




